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     ZINC OXIDE #103 USP 

       
Grade 103 USP offers the lowest m2/g surface area available. 
 
USP Compendium Tests Limit Nominal Test Method 
Zinc Oxide (ZnO) 99.0% - 100.5% 99.9% USP monograph 
Arsenic (As) 6 ppm max 0 ppm ICP or monograph 
Loss at 500OC 1.0% max 0.2% USP monograph 
Lead Nor Turbidity Pass USP monograph 
Iron & Other Heavy Metals Precipitates formed Pass USP monograph 
Alkalinity Solution not red Pass USP monograph 
Carbonate No effervescence Pass USP monograph 
Color of Solution Clear & colorless Pass USP monograph 
Identification B Precipitates formed Pass USP monograph 
Identification A: Turns yellow when heated, dissipates 
when cooled 

Pass USP monograph 

 
 
 
Additional Tests (not compendium) Limit Nominal Test Method 
Surface Area (m2/g) 2 – 4 3.2 ASTM D4315 
Lead as Pb (%) 0.002 max 0.0015 ASTM D4075 
Cadmium as Cd (%) 0.001 max 0.0002 ASTM D4075 
Iron as Fe (%) 0.002 max 0.0003 ASTM D4075 
Fineness retained on 325 mesh (%) 0.01 max 0.003 ASTM D185 
(Fineness passing through 325 mesh (%) 99.99 min 99.997 ASTM D185 
 
 
Product meets all USP monograph limits. 
 
 


